
ALFANO PRO QUICK START 1 (S/N: 20000 up to 59999 and 82500 up to 90000)

The menu employed by the ALFANO PRO is very user friendly.  The main principle is: with the LEFT BUTTON you 
SCROLL from one menu to the next, and then use the RIGHT BUTTON to make your SELECTION.

TO TURN ON THE UNIT:
Press BOTH BUTTONS simultaneously and hold for 3 seconds (the screen will then display the ”STOP” icon, the unit is ready to 
go). ***  WHEN THE SCREEN DISPLAYS  ”STOP” (icon), YOU ARE IN THE  ”STOP MODE”  ***

TO  START  RECORDING  LAP TIMES :
Once you leave the pits and cross the first magnetic strip (or infrared beacon) the ”STOP” icon automatically disappears and the lap timer 
starts recording each lap.

TO REVIEW YOUR LAP TIME:
Upon returning to the pits, press the LEFT BUTTON 1 time and you will return to the ”STOP MODE”;

1)  QUICK REVIEW (Fastest Lap Time and Highest RPM):
At ”STOP MODE”: Press the RIGHT BUTTON  1 time (this displays your fastest lap time and highest RPM).  After 
several seconds the display automatically returns to the ”STOP MODE”.
2)  DETAILED REVIEW (Each Lap for a Maximum of  98 Laps):
At ”STOP MODE”; Press the LEFT BUTTON 1 time to return to “RECALL” and then you can review each lap with the 
RIGHT BUTTON.
a) FOR SPLIT TIMES; Wait longer (after pressing the RIGHT BUTTON), it will give your split times for this lap (wait some 
more for the 2ND split……Each bar represents 1 split time…).

TO DOWNLOAD TO YOUR  PC:
At ”STOP MODE”, press the LEFT BUTTON 3 times (“SCREEN -3- “PRINT”) and press the RIGHT BUTTON 1 time 
to download (When all the connections with your computer are ready).
(See Guide: QUICK START 2: Download; Lap Timing Data & RPM Recording).

RESET:
At ”STOP MODE”, press the LEFT BUTTON 4 times (“SCREEN -4- “RESET”) and press the RIGHT BUTTON  to reset (Clears 
the lap timer memory, except for the configuration settings and the engine running time counter).

TO TURN OFF THE UNIT: 
Do not touch any buttons, wait 10 minutes (without any activity), the unit will turn off automatically.

SYSTEM CONFIGURATION:
(Should be set the 1st time or when you change for another track) 
At ”STOP MODE”, press the LEFT BUTTON 5 times: (“SCREEN -5-  “ConF SySt” ) then press the RIGHT BUTTON

1)  CONFIGURE THE RPM DISPLAY:
At SCREEN -5-  press the RIGHT BUTTON 1 time and then press the LEFT BUTTON 1 time:
(“SCREEN -7- “ConF dSPL”)  Here you have the choice; make your selection with the RIGHT BUTTON:

“D” for DIRECT (RPM running continuously)  
“M” for MAXIMUM (displays the highest RPM from the previous lap)  

2)  CONFIGURE THE NUMBER OF STROKES OF YOUR ENGINE:
At SCREEN -5-  press the RIGHT BUTTON  1 time and then press the LEFT BUTTON  2 times:
(“SCREEN -8- “ConF Stro”) Here you have the choice, make your selection with the RIGHT BUTTON:



“2”: for 2 Cycle , “4”: for 4 Cycle.
Tip: “2”:for Briggs, Kohler, Honda GX engines, (their ignition is like a 2 cycle engine) 
“4”: for larger 4 stroke motorcycle engines.
“2 / 4” and “__” can be selected if alternative filters are needed.
Tip: Don’t put the RPM cable in any tubing or wrap around any other cable.  

3)  CONFIGURE THE NUMBER OF MAGNETIC STRIPS OR INFRARED BEACONS AT THE TRACK:
At SCREEN -5-  press the RIGHT BUTTON  1 time and then press the LEFT BUTTON 3 times: 
(“SCREEN -9- “ConF SEct”)  Here you have the choice, make your selection with the RIGHT BUTTON.
Each bar represents one magnetic strip (or beacon).  If the track has 1 strip (or 1 infrared beacon) you have to select 1 bar, 2 
strips (or 2 beacons) 2 bars etc… up to a maximum of 3 bars.

4)  CONFIGURE THE TEMPERATURE SENSOR TYPE:
At SCREEN -5-  press the RIGHT BUTTON  1 time and then press the LEFT BUTTON 4 times:
(“SCREEN -10-“ConF t1°C”).  Here you have the choice, make your selection with the RIGHT BUTTON:

t1°c:  Water temperature in Celsius (from +0°C to +150°C)
t2°c: Cylinder head temperature in Celsius (from +46°C to +299°C)
t1°F: Water temperature in Fahrenheit (from +32°F to +302°F )
t2°F: Cylinder head temperature in Fahrenheit (from +115°F to +572°F)

5)  CONFIGURE THE TEMPERATURE ALARM:
At SCREEN -5-  press the RIGHT BUTTON  1 time and then press the LEFT BUTTON 5 times:
(“SCREEN-11-“ConF ALAr”).  Here you have the choice, set the temperature alarm with the RIGHT BUTTON.

6)  RESET TO FACTORY DEFAULT SETTINGS:
At SCREEN -5-  press the RIGHT BUTTON 1 time and then press the LEFT BUTTON 6 times:
(“SCREEN -12- “ConF dEFt”).  If you press the RIGHT BUTTON  it will return to the factory default settings: 

“D”: DIRECT RPM ,  1 STRIP,  t1°c:Water temperature  sensor °C ,  2 STROKES 

TO SWITCH THE UNIT TO RPM RECORDING MODE:
!!!!WARNING!!!!:  THIS WILL CLEAR  ALL LAP TIMING DATA IN MEMORY!!  WARNING!!!
At ”STOP MODE”, press the RIGHT BUTTON 1 TIME and then quickly press the LEFT BUTTON:

                      SCREEN “rec”

TO LEAVE THE RECORDING: 
Press BOTH BUTTONS simultaneously and hold for 3 seconds

*****  FOR MORE DETAILED INSTRUCTIONS PLEASE SEE YOUR MANUAL  *****

USE THE INFRARED RECEIVER FOR TRACKS NOT EQUIPPED WITH OUR MAGNETIC STRIPS: 
Open the cover of the infrared receiver and set the switches for the right beacon:
(i.e. if  you are using  the Alfano beacon set both switches “ON”) 


